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廃水処理用チューブラーRO/NF 膜モジュール 

開発したチューブラーRO/NF 膜モジュールは、膜材質として親水性セルロースアセテート

を採用し、ファウリングを起こしにくく、高濁度・高油分廃水処理に適用可能です。 

塩分除去率 90%、80%、70%の 3 種類の RO/NF 膜をラインアップし、高透過性と処理水

質向上の両立を目指しています。ダイカスト廃水や切削油廃水などの含油廃水は、SS、COD、

n-ヘキサン抽出物が 100～数十万 mg/l と極めて高く、工場内での処理が困難なため、産業

廃棄物として排出されています。当社のチューブラーRO/NF 膜の塩分除去率を適切に選択

することで、廃水基準を満たしつつ安定した処理流量を維持できます。その結果、含油廃水

量は 1/40～1/20 に削減され、従来の産業廃棄物処理コストを大幅に低減できます。 

ZLD ゼロロ廃液）または MLD ゼ小廃廃液）システムでは、廃水を従来の螺旋型 RO 膜モジ

ュールでは不可能なレベルまで濃縮または減量できます。これにより低コストで高品質な水

のリサイクルが可能となり、水源の水質改善に貢献します。 

 

Tubular RO/NF membrane module for wastewater treatment 

Our newly developed tubular RO/NF membrane module uses hydrophilic cellulose acetate 

membrane material, making it less susceptible to fouling and suitable for treating high-

turbidity, high-oil wastewater. 

Three types of RO/NF membranes with salt rejection rates of 90%, 80%, and 70% are 

available, achieving both high permeability and improved treated water quality. Oil-

containing wastewater, such as die-casting wastewater and cutting oil wastewater, contains 

extremely high SS, COD, and n-hexane extractables (ranging from 100 to hundreds of 

thousands of mg/L). Due to difficulty of in-plant treatments caused by high-concentration 

contaminants, oil-containing wastewater from plants is disposed as industrial waste. By 

appropriately selecting the salt rejection rate of our tubular RO/NF membranes, stable 

treatment flow rate can be maintained within the wastewater treatment standards. As a result, 

the volume of oil-containing wastewater can be reduced by 1/40 to 1/20, significantly 

reducing waste treatment costs. 

In ZLD (zero liquid waste) or MLD (minimum liquid waste) systems, wastewater can be 

concentrated or reduced to levels unattainable with other conventional membrane modules, 

such as spiral-wound RO membranes. Our solution, tubular RO/NF membrane module, will 

enable low-cost, high-quality water recycling, contributing to improving the quality of water 

sources. 


