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技術紹介 Technology Over view 

GOMIX の特長 Functional Uniqueness 

廃棄物を燃やさない ”熱分解“ 
GOMIX は、廃棄物を燃やしません。廃棄物を燃やさないので、二酸化炭素

の排出が少なく、ダイオキシン等の有害な物質が発生しません。処理中に生成

されたガスは補助燃料として廃棄物処理に活用され、環境に負荷を与えませ

ん。 

Don’t Burn Waste “Pyrolyze” 

GOMIX does not incinerate waste. It is pyrolyzed. Since waste is not 

burned, no CO2 emissions or toxic substances such as dioxin are 

generated. The gases generated are utilized for the operation with 

no environmental impact.  

廃棄物から資源を得る “廃棄物は新たな資源” 
GOMIX は、廃棄物から資源を回収します。回収される資源は投入廃棄物に

依存します。プラスチックや樹脂からは再生油、有機廃棄物からは炭、金属は

金属のまま回収されます。これらの資源は再利用可能で、再生可能エネルギ

ーとして活用できます。再生油と炭は GOMIX でも活用可能である為、廃棄

物処理に必要な投入エネルギーとコストを大きく低減します。更に、ある程度大

きな装置では投入エネルギーよりも回収エネルギーが大きくなる為、廃棄物処

理によって、資源を蓄えることが可能となります。 

Recovery Resources from Waste “Waste is the new 

resource” 

GOMIX recovers resources from waste. The recovered resources 

vary depending on the input materials. Plastics and resins can be 

recycled oil, organic materials into charcoal, and metals can be 

recovered as they are. These resources can be reused, and waste 

can be utilized as new energy. Recovered oil and charcoal are also 

applicable to GOMIX, which can greatly reduce the new energy input 

and costs associated with waste disposal. In addition, when plastic 

waste is targeted, more recovered oil is collected, so the energy 

recovered is greater than the energy input, making it possible to 

store resources while processing waste. 

混合状態で処理可能 “分別無しで、投入するだけ” 
世界中の廃棄物は混合状態で、分別は非常に困難です。GOMIX は分別や

洗浄することなく、処理可能です。この特長は廃棄物処理において非常に重

要な特長です。 

Mixed-waste Acceptable “No Segregation, Just in” 

Waste from all over the world is in a mixed state end is very difficult 

to sort, GOMIX can process it without sorting or washing. This 

is a great uniqueness for waste disposal. 

 

熱分解の仕組み Pyrolysis Mechanism 

１． 水蒸気を用いて、反応炉内の酸素を追い出し、無酸素状態にします。 

Steam is used to drive out oxygen in the reactor to create an oxygen-free condition. 

２． 炉を最大 550℃まで熱して、廃棄物を熱分解します。この時、プラスチック等は気化します。 

Distillate and vaporize waste in high temperature reactor up to 550℃. 

3.     気化したガスを冷やして、再生油を回収します。炭・金属は反応炉内に残ります。 

     The vaporized gas is cooled and the gas and oil are recovered at ambient  

temperature. 

4.     投入した廃棄物は大きく減容されます。回収した再生資源（炭・再生油・金属）は再利用可 

能です。 

The input waste is significantly reduced in volume. The recovered recycled  

resources (charcoal, recovered oil, and metals) can be reused. 

 

 

 

 

 

 

 


